‘ Tool and Jaw
Compatibility Matrix

JAW MANUFACTURER

Klauke® RIDGID® | Milwaukee®
Model(s) Size Range | 15kN | 19kN | 32kN 24 kN 32 kN
MAP2L 1/4" = 1-1/8" v
K’ T KE® MAP2L19 | 1/4"-1-3/8" v
UAP 332 1/4" - 1-3/8" v v
UAP 432 1/4" ~1-3/8" v V4
3823% 1/4" - 1-3/8" 4

\BOTHENBERGER | romaxaooo | 14— 108

ANAN
ANAN

Romax 4000 1/4" - 1-3/8"

NIBCQO |rcowu -1 |

RP 200

RP 210 "
RP 210 1/4" - 1-3/8 V4

RIDGID s

RP 330

RP 340 .
A 1/4" - 1-3/8 v v
RP 351

mdw aukl’f/ M12 1/4"— 1-3/8" V4
/ M18 1/4" - 1-3/8" V4 V4
Pressgun
m Picco 6 1/4" - 1-3/8" 4

Pressgun 6 1/4" —1-3/8"

N
N

ACO103 1/4" ~1-3/8" v
ACO203 1/4" —1-3/8"
novopress v s/
because quality matters EC0203 1/4"  1-3/g" / /
EFP203 1/4" - 1-3/8" v w4
DEWALT DCE200 1/4" - 1-3/8" v V4

Only RLS-approved tools and jaws can be used to install RLS fittings. Revised 5/12/22  rapidlockingsystem.com



